
 

 

Power: Single Phase 230V 50Hz 
Tunnel Dimension: (L) 610mm x (W) 400mm x (H) 200mm 
Machine Dimension: (L) 1100mm x (W) 625mm x (H) 1375mm  
Power Consumption: 5kW 
Conveyor Speed: 0 to 10m/min 

Shrinkable Films: PVC,  Polyolefin 

S P E C I F I C A T I O N S 

Heavy Duty Shrink Tunnel deliver evenly heated dense air 
around the package even shrinkage for variety of products, 
including (but not limited to): Magazines, Frozen Food, Dry 
Food, Hardware, Pads of paper, CD-ROMs, DVD-ROMs, 
Pharmaceutical products and etc. 

FEATURES: 
• Best for individual or integrated packaging  
• Height Adjustable Stand to suite your production line  
• Heavy Duty  
• Digital Temperature Controller  
• Separated Temperature Control for top and bottom  
• Simple in operation, safe and pollution free  
• Hot Air Ventilation Technology for shrink wrap  
• High Power Sirocco Fan  
• Ceramic Heaters  
• Setting for Automatic Cool-Down System and automati-

cally switch-off itself  
• Adjustable Conveyor Speed  
• Wire Mesh Conveyor suitable for small object shrink 

wrap  

Optional Upgrades: 
∗ Fully Stainless Steel Construction  
∗ Rod Type Conveyor System  
∗ Customized Tunnel Size Available  
∗ Other Voltage 
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3888HD (Wire Mesh Type) 


